Amendments to the Claims: 

This listing of claims will replace all prior versions, and 
listings, of claims in the application: 
Listing of Claims: 

1 (currently amended) . A cosmetic brush comprising: 

aan inside can with a brush on one side, a powder can that is 
combined to the other side of the inside can, an outside can that 
is formed on circumference of the inside can and is combined to an 
one side of the powder can, a sliding can that is formed between 
the inside can and the outside can, a combination chamber that is 
combined to the other side of the outside can, a tube that provides 
air into the inside of powder can and is combined to one side of a 
combination chamber, a button that pour into air in tube and is 
combined to the other side of the combination chamber, a spring 
that is formed between the combination chamber and the button. 

an inside can (11) with £he-a connecting sill (11a) is formed 
on circumference of the one side with the brush (12) , and the a 
first stop protrusion (lib) is formed on one side of the connecting 
sill (11a) and the a second stop protrusion (11c) is formed on 
circumference of the other side; 

the sliding can (15) that thc with an upholding sill (15a) is 
formed on the part of circumference inside of one side in order to 
connect and uphold by the connecting sill (11a) ; 
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the outside can (14) that thc with a fixed sill (14a) is formed 
on the part of circumference inside of one side in order to 
restrict to moving the connecting sill (11a) . 

2 (previously presented) . The cosmetic brush as claimed in 
the claim 1, 

wherein distinctive feature of the cosmetic brush is a 
connecting part (24) which a tube (18) is inserted inside and is 
formed a cylinder shape, a partition plate (23) that consists of 
numerous plates (25) dividing inside space of the powder can (13) 
on circumference of connecting part (24) • 

3 (previously presented) . The cosmetic brush as claimed in 
the claim 1, wherein distinctive feature of the cosmetic brush is 
two filters (19) inside the above tube (18) , and a remedy for 
dehumidify between two filters (19) . 
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